
SINGLE CARTRIDGE O-RING PUSHER SEALS - NEW                                                                                                       

MODEL PART # NOTES NEW SEAL EXCHANGE SEAL

   

1”   461 N-WRES 1.000 4610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1”   561 N-WRES 1.000 5610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-1/4”  461 N-WRES 1.250 4610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-1/4”  561 N-WRES 1.250 5610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-3/8” 461 N-WRES 1.375 4610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-3/8” 561 N-WRES 1.375 5610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-3/8”  561 N-WRES 1.375 5610 LG-BR / 316SS-SIC-SIC-AFLAS LARGE bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-1/2”  461 N-WRES 1.500 4610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-3/4” 461 N-WRES 1.750 4610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-3/4”  561 N-WRES 1.750 5610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

1-3/4”  561  N-WRES 1.750 5610 LG-BR / 316SS-SIC-SIC-AFLAS LARGE bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

2-1/8”  461 N-WRES 2.125 4610 SDT-BR / 316SS-SIC-SIC-AFLAS  Standard bore single high temp seal with flush port.  SIC/SIC/AFLAS Stock Call

 Casings are all precision machined and fitted with hi-temp components to provide a rating of 200°C / 400°F
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